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CRS- R and CRS-V  Apparatus Set up 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Equipment 
            

1. Pressure Indicator Panel with Pressure Gauge and Ram (Range 0- 1000 kPa) 
2. Pressure Regulator Panel with Pressure Regulator = 2 Nos. (Range 0- 1000 kPa) 
3. Bladder-type Air/Water = 2 Nos. 
4. CRS-R Equipment = 1 No. 
5. CRS-V Equipment  = 1 No. 
6. Pressure Transducer for CRS-R and CRS-V = 4 Nos. 
7. Displacement Transducer for CRS-R and CRS-V = 2 Nos. 
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CRS-R Equipment  
 
 
The CRS-R Equipment Trimming are designed for sample of size 6 cm (Diameter).  
Made from stainless steel and Brass. 
 
                
 
      
                                                                                        
 
 
 
 
 
 
 
 
 
 
 
 
 
 
              
 
                        
List of Part                                                                                
 
 

1. Piston                                              9.  Displacement  Holder 
2. Piston Assembly                            10.  Displacement Arm 
3. Bolt                                                 11. Adaptor for Pressure Transducer 
4. Top Plate                                        12. Porous Stone 
5. Cell Body                                        13. Soil Sample 
6. Base Plate                                      14. Top Cap 
7. Bottom Plate                                   15. Bleed Valve 
8. Rod                                                 16. Cell Pressure 
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CRS-V Equipment  
 
 
The CRS-V Equipment Trimming are designed for sample of size 6 cm (Diameter).  
Made from stainless steel and Brass. 
 
                
 
      
                                                                                        
 
 
 
 
 
 
 
 
 
 
 
 
 
 
              
 
      
List of Part                                                                         

 
 

1. Piston                                              9.  Displacement  Holder 
2. Piston Assembly                            10.  Displacement Arm  
3. Bolt                                                 11. Adaptor for Pressure Transducer 
4. Top Plate                                        12. Porous Stone 
5. Cell Body                                        13. Soil Sample 
6. Base Plate                                      14. Top Cap 
7. Bottom Plate                                   15. Bleed Valve 
8. Rod                                                 16. Cell Pressure 
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Trimming Frame 
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Made Thailand (Geo-Integration)
Sample Size 60 mm
Material
Dimension 140mm x 50mm x 210mm

Brass and Stainless Steel
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Pressure Indicator Panel  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 

 

 
 

SPECIFICATION 
 

• Dimensions ( l x w x h ) : 320 x 110 x 520 mm 
• Pressure Gauge : 1000 kPa 
• Includes  : Ram 1 No. 
• Brand   : Geo-integration 
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Pressure Regulator Panel 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

        
 
 
 
 
 
 
 
 
 

 
Specification 
 

• Pressure range  = 0.0001 – 1000 kPa 
• Supply Pressure  = 35 bar Maximum 
• Ambient Temperature = -40° F to +200° F / -40°  to +93.3°  C 
• Pipe size    =   1/4" NPT 
• Brand     = Fairchild 
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Bladder-Type Air/Water Pressure 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

SPECIFICATION 
 

• Material  : Stainless Steel 
• Dimensions ( l x w x h ) : 19 x 15 x 38  cm 
• Brand   : Geo-integration 
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   Pressure Transducer  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

SPECIFICATION 
  

• Capacity   : 0 – 2000 kPa 
• Power Supply  : 5 Vdc 
• Out Put   : 0-50 mv 
• Thread   : G1/4 Male 
• Accuracy : ± 0.5 % of FS 
• Zero offset : ± 1% FS 
• Brand  : Geo-integration 
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Displacement Transducer 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
TECHNICAL SPECIFICATION 

  
  Range           :  0-25 mm 
  Measurement Type       : Linear 
  Resolution        :  Infinite 
  Max. Applied Voltage     :  30 Vdc 
  Recommended Wiper Current   :   < 1uA 
  Shaft Material    : Stainless Steel 
  Total Resistance    : 1,500 Ohm 
  Weight    : 14 g 
  Sealing    : NEMA 4                      

 
 


